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OPTIONAL TOE | OPTIONAL TOE
PLATE EXTENSION b - — — PLATE EXTENSION
(SEE NOTE NO. 4) (SEE NOTE NO. 4)
ELEVATION ELEVATION
APRON FOR ROUND METAL PIPE APRON FOR METAL ARCH PIPE
(GALVANIZED STEEL) (GALVANIZED STEEL)
DIMENSIONS TABLE DIMENSIONS TABLE
THICK- ALL DIMENSIONS ARE IN INCHES PIPE-ARCH| THICK-| ALL DIMENSIONS ARE IN INCHES NOTES
AElNess [ A [ BT HTF L w_|AEPROX- IBapy SPAN|RISE| NESS | A | B | H | F | L w_PPROX- oDy —
* |(1000'S) [(MIN.) (MIND{(MIND+7-) 27{(MAX) IN. | IN. [(1000"S) (MIN.)KMAX ) (MIND(MIND[(+/7-) 2'{(MAX.) L—AV!;:LLO f(—)SIESESIBgEDgEiNéA%R&NBS I‘rA\ngEﬁTIEE gg&gfg IS{JSTILP?_REGETALEE
15 0.064| 7 8 6 28 26 30 251 |1 PC. 21 15 0.064 6 it 6 34 24 58 | 21 |1 PC. GALVANIZED RIVETS OR BOLTS.
18 0.064| 7 10| 6 | 34 | 31 36 | 21 [1PC. 24 | 18 | 0.064] 7 | 12 6 | 40 | 28 63 | 2/>1 |1PC. 2. THE REINFORCED EDGES OF GALVANIZED STEEL APRONS, FOR ROUND
21 0064 8 | 12 | 6 | 40 | 36 42 | 21 [1PC. 28 | 20 | 0064, 7 | 16 | 6 | 46 | 32 70 | 21 |1PC. METAL PIPE SIZES 60 IN. THROUGH 84 IN. AND FOR ARCH METAL PIPE
24 | 0.064] 9 13| 6 | 46 | 41 48 | 221 [1PC. 35| 24 | 0079 9 | 18| 6 | 58| 39 85 | 21 |1PC. SIZES 77x62 IN. THROUGH 83x57 IN., ARE TO BE SUPPLEMENTED BY
oy o GALVANIZED STIFFENER ANGLES. THE ANGLES ARE TO BE ATTACHED
30 | 0079 13 | 16 | 8 | 55 | 51 60 ;42.1 IF;C. 421 29 | 0079] 11 | 18] 7 | 73| 46 | 104 ;I;z:i 1 PC. BY GALVANIZED BOLTS AND NUTS.
36 | 0079 U 191 9 (70160 |72} S 2 PG 491 331 0109] 12 | 21 | 9 | 82 | 53 | 17 | 272" 2 PC. 3. ANGLE REINFORCEMENT WILL BE PLACED UNDER THE CENTER PANEL
42 0.109] 15 | 25 | 10 | 82 | 69 84 | 221 |2 PC. 57| 38 | 0.109| 16 | 26 | 12 | 88 | 62 130 | 221 |2 PC. SEAMS ON ARCH PIPE SIZES 77x52 IN. THROUGH 83x57 IN.
48 | 0109| 17 | 29 | 12 | 88 | 78 90 | 2t |2 PC. 64 | 43 | 0109 17 | 30 | 12 | 100| 79 142 | 2%1 |2 PC. 4. A GALVANIZED TOE PLATE IS AVAILABLE AS AN ACCESSORY. WHEN
54 | 0109| 17 | 33 | 12 | 100 | 84 102 21 |2 pC. 71 | 47 | o109 17 | 36 | 12 | u2| 77 | 156 2«1 |3 PcC. SPECIFIED IT SHALL BE THE SAME GAGE AS THE APRON.
; - 5. THE APRON SHALL BE CONNECTED TO PIPE BY USING EITHER CON-
60 0.109] 17 | 36 | 12 | 12 | 87 114 1?’4-1 3 PC. 77 | 52 | o109 17 | 36 | 12 | 124 77 167 | 21 |3 PC. NECTING BANDS. RODS.OR STRAPS.
66 0.109| 17 | 39 | 12 | 18 | 87 120 | 1721 |3 PC. 83| 57 | 0109] 17 | 44 | 12 | 130| 77 179 | 21 |3 PC. 6. NOT TO SCALE.
72 0.109| 17 | 44 | 12 | 120 | 87 126 | 151 |3 PC.
78 0.109]| 17 | 48 | 12 | 130 | 87 132 | 11 |3 PC.
84 | 0.109| 17 | 52 | 12 | 136 | 87 138 | 1l |3 PC. T
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